TGIS-SL POSITION CALIBRATION & MEASUREMENT VERIFICATION WHEEL
The TGIS-SL® Tire Geometry Inspection System is a calibration device. For use with any TGIS
Geometry System installed on ASTEC® uniformity machines, AkroDYNE® dynamic balance
machines, legacy D70 uniformity machines and FD90 uniformity machines.
The TGIS-SL Position Calibration & Measurement Veriﬁcation Wheel contains two precision
machined Bulges and Dents. These are approximately 2mm in size and are located on the top and
bottom sidewall surfaces. Both sidewall surfaces are smooth with a machined Lateral runout
(LRO) and the outside diameter has a smooth precisely manufactured known Radial runout (RRO)
value.
The known geometric features on the Veriﬁcation Wheel are recorded and compared to the
measurements provided by the laser sensors from the TGIS system. This ensures the correct
measurements and alignment between multiple TGIS equipped machines, allowing for the
sharing of recipes. In addition, setup and maintenance costs in the ﬁnal ﬁnishing operation are
reduced.

Features and Beneﬁts
 Known geometric features such as Bulges, Dents,
Lateral runout (LRO) and Radial runout (RRO) are
compared to the measurements provided by the
laser sensors. The data is then used to make
necessary adjustments, if required.
 Coloring and surface ﬁnish of the veriﬁcation is
speciﬁcally engineered, provides accurate and
precise measurement information.
 This device provides a traceable veriﬁcation
standard of factory qualiﬁed equipment, meeting
ISO regulatory requirements.
 Can be used on multiple setups. Adapters are
available, ﬁtting all TGIS equipped Uniformity
and Balance machines.

Position Calibration & Measurement
Veriﬁcation Wheel

Micro-Poise Measurement Systems, LLC
For more than 90 years, Micro-Poise has been supplying innovative solutions that put us on the
leading edge of ﬁnal ﬁnish tire testing technology. Contact us today to see why The World is Turning
to Micro-Poise for all of their ﬁnal ﬁnish tire testing needs.

Veriﬁcation Wheel Ordering Information
One TGIS Measurement Veriﬁcation Wheel is recommended for
each manufacturing location with multiple TGIS equipped
machines.
Call TODAY or email micropoise.csdsales@ametek.com to order
your TGIS Veriﬁcation Wheel.

ASTEC and D70 LTX
AkroDYNE
AkroDYNE Truck
FD 90
D70 LTX PART NUMBER
Veriﬁcation Device Spindle
#513-1642-00
Veriﬁcation Device Spindle
#510-9620-00
Veriﬁcation Device Spindle
#511-9865-00
Veriﬁcation Device Spindle
#512-6552-00
Veriﬁcation Device Spindle
#511-5655-00

PART NUMBER
14-00146
14-00835
14-01092
14-00746
ADAPTER P/N
15-01187
15-01188
15-01189
15-01190
15-01191

www.micropoise.com
MP USA
Tel: + 1-330-541-9100
Fax: +1-330-541-9111

MP Europe
Tel: +49-451-89096-0
Fax: +49-451-89096-24

MP Korea
Tel: +82-31-888-5259
Fax: +82-31-888-5228

MP China
Tel: +86-20-8384-0122
Fax: +86-20-8384-0123
5/2014 MP-R5

